
•	 Improved mixing, better adhesion and a longer working life
•	 Ideal for machine tools, minimising cleaning and mixing time

Choose your time wisely

NEWIMPROVED FORMULA

Introducing the NEW Base Coat 90



Choose the workable life that suits your project

©CSR Gyprock™, CSR Building Products A.B.N 55 008 631 356

For further information on the range of Gyprock™ Base Coats please contact 

1300 306 556 or visit www.gyprock.com.au

A Gyprock™ Base Coat for every situation

New improved Base Coat 90 is the latest addition to the Gyprock™ Base Coat range, now with products  
for 45, 60 and 90 minutes working life, to cater for your different plastering needs.

There are situations where a longer setting time can be of  
enormous benefit such as in large commercial projects  
where water is not always close by.

Gyprock™ Base Coat 90 gives a working life of approximately  
90 minutes and provides the extra benefits of:

•	 �Mix a larger gauge to minimize mixing time 	
and cleaning

•	 More flexibility with crew sizes

•	 Still allow for sanding back at the end of the day

•	 Suited to box trowels, minimising cleaning time

    New Improved Formula

Gyprock™ Base Coat 90 has been reformulated as a highly reliable compound:

Joint Cement
Specified Pinset (Minutes)

Minimum 
Workability life

Maximum 
Workability life

Aim Min Max Minutes Minutes

Base Coat 45 45 40 50 42 52

Base Coat 60 68 63 73 65 75

Base Coat 90 95 88 102 90 104

•	 Higher binder content	 •	 Improved mixing

•	 Better trowelling and adhesion	 •	 Long working life with no grit formation

•	 Reduced risk of joint cracking


