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This product is not classified as hazardous according to the Safe 
Work Australia and NOHSC guidelines. 

 

1. IDENTIFICATION OF MATERIAL AND SUPPLIER 
Product Name Euromix™ Patch Coarse  

Product Code PATCHC15, PATCHC5 

Material Use Euromix® Patch Coarse is used for the 
rectification, facing-up and preparation of 
substrates to be top coated. Euromix® Patch 
Coarse is suitable for interior and exterior 
usage. 

Appearance Viscous off-white gritty paste. 

Supplier  Euroset Trading Pty Ltd  
Address 31-33 Water Street 

Strathfield South NSW 2136 
Telephone (02) 9572 9061 

Email  contact@euromix.com.au 
 

2. HAZARD IDENTIFICATION 
Non-Hazardous Substance and Non-Dangerous Goods - According 
to NOHSC Criteria, and ADG Code. 

 

RISK:  None under normal operating conditions. 

 

3. MATERIAL COMPOSITION 
Chemical Name CAS number Proportion 

Non-Hazardous 
Ingredients 

Non available 100% 

Ingredient notes; 1. Silica, quartz (CAS No 14808-60-7) is present 
in the product but is fully encapsulated by the polymer and does 
not present a dust or occupational hazard to the user. 
 

4. FIRST AID 
Swallowed Give plenty of water or milk to drink. Seek 

medical attention. 

Eyes If in eyes, hold eyelids apart and flush 
continuously with running water. Continue 
flushing until advised to stop by a Poisons 
Information Centre, a doctor, or for at least 15 
minutes 

Skin If skin or hair contact occurs, remove 
contaminated clothing and flush skin and hair 
with running water (and soap if available). 
Continue flushing with water until advised to 
stop by a Poisons Information Centre or a 
doctor 

Inhaled If inhaled, remove from contaminated area to 
fresh air and keep at rest in a position 
comfortable for breathing. Apply artificial 
respiration if not breathing. 

First Aid 
Facilities 

Eye-wash station. Safety Shower 

 

 

5. FIRE FIGHTING MEASURES 
Specific 
Hazards 

Non-combustible material. Not considered a 
significant fire risk, however containers may 
burn and produce toxic fumes of: nitrogen 
oxides (NOx). 

Fire Fighting 
Advice 

Alert Fire Brigade and tell them location and 
nature of hazard. 

Wear breathing apparatus plus protective 
gloves for fire only. 

Prevent, by any means available, spillage from 
entering drains or water courses. 

Use firefighting procedures suitable for 
surrounding area. 

Extinguishing 
Media 

Non-combustible material - use media suitable 
for surrounding area. 

 

6. ACCIDENTAL RELEASE MEASURES 
Clean up all spills immediately. Avoid breathing vapours and 
contact with skin and eyes. 

Contain spill with sand, earth, inert material, or vermiculite. 

Wipe up and place in a labeled container for waste disposal. 

 

7. HANDLING AND STORAGE 
Handling Euromix™ Patch Coarse is supplied in 5 Litre, 15 

Litre plastic pails. Recognised local safe lifting 
methods should be used when lifting buckets. 

Storage / 
Transport 

Drivers of trucks and forklifts transporting 
Euromix® Patch Coarse should ensure that the 
pails are properly restrained. 

Store undercover in a cool place, out of reach of 
children. Do not allow product to freeze. 

 

8. EXPOSURE CONTROLS / PERSONAL PROTECTION 
Exposure 

Standards 

Refer to individual constituents. Observe 
normal industrial hygiene and precautions. 

Personal 
Protection 

Recommended use of face mask and 
goggles (against splashes). The use of 
gloves and coveralls are also 
recommended. 
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9. PHYSICAL AND CHEMICAL PROPERTIES 
Boiling Point / 
Melting Point 

>100% 

Vapour 
Pressure 

Not applicable 

Specific 
Gravity 

>1.6 

Odour Slight odour 

Flashpoint Not applicable (Water based) 

Flammability 
Limits  

Not applicable (Water based) 

Solubility in 
Water  

Soluble 

pH Level 11 to 13 

 

10. STABILITY AND REACTIVITY 
Product is considered stable under recommended conditions of 
storage. Hazardous polymerization is not expected to occur. 

 
10.1 Conditions to avoid 
Avoid heat, open flames, sparks and other ignition sources. 

 
10.2 Incompatible materials 
Incompatible with oxidising agents (e.g. hypochlorite’s), ethanol, 
acids (e.g. hydrofluoric acid) and interhalogens (e.g. chlorine 
trifluoride). Water contact may increase product temperature 2°C 
to 3°C. 

 

11. TOXICOLOGICAL INFORMATION 
Ingestion Irritating and nauseating. 

Eye Contact Irritating, may scratch eyes. 

Skin Contact Irritating. Adverse effects not expected form a 
single brief contract. 

Inhalation Inhalation over exposure is not expected. Traces 
of ammonia odour may cause irritation and light 
headedness. 

 

12. ECOLOGICAL INFORMATION 
Collect dust and waste in containers and dispose of as trade waste 
in accordance with local authority guidelines.  Do not dispose of in 
sewer and storm water drains. 

 

13. DISPOSAL CONSIDERATIONS 
Refer to Waste Management Authority and Building Site 
Management for local disposal guidelines. May evolve toxic gases 
if heated to decomposition. 

 

 

14. TRANSPORT INFORMATION 
Road and Rail Not classified as Dangerous Goods by the 

criteria of the Australian Dangerous Goods Code 
(ADG Code). 

Marine Not classified as Dangerous Goods by the 
criteria of the International Maritime Dangerous 
Goods Code (IMDG Code). 

Air Not classified as Dangerous Goods by the 
criteria of the International Air Transport 
Association (IATA) Dangerous Goods Regulation. 

 

15. REGULATORY INFORMATION 
No specific regulations for Euromix Patch Coarse. 

 

16.  OTHER INFORMATION 
This MSDS summarises to our best knowledge at the date of issue, 
the chemical health and safety hazards of the material and 
general guidance on how to safely handle the material in the 
workplace. Users are advised to make their own determination as 
to the suitability of this information in relation to their particular 
purposes and specific circumstances. 

Users must, prior to usage, assess and control the risks arising 
from its use of the material as Euroset Trading cannot anticipate 
or control the conditions under which the product may be used. 

For further information users should contact Euroset, via the 
contact details listed in Section 1 on Page 1 of this MSDS. 

Euroset Trading Pty Ltd responsibility for the material as sold is 
subject to the terms and conditions of sale, a copy of which is 
available upon request. 

 

17. CONTACT POINT 
Supplier  Euroset Trading Pty Ltd  
Address 31-33 Water Street 

Strathfield South NSW 2136 
Telephone (02) 9572 9061 

Email  contact@euromix.com.au 
 

 


